
Features Specification 

Model               

◆ ONVIF Image Sensor  

◆ H.264, AVI coding format Effective Pixels

◆ Support dual-stream, mobile browsing Main Stream

Video Compression

Video Standard

Minimum Illumination

Lens 

Dimensions ICR

FTP

E-mail Alarm

Compression Output Rate

Concurrent Dual-stream

Supporting Protocols  

Privacy Mask  

Motion Detection

Analogue Output

Communication Port

Power Supply 

Power Consumption 

Working Temperature

1 RJ4510M/100M Adaptive Ethernet Port

DC12V

<6W  

 -10 ºC~+50 ºC  

32K~16Mpbs adjustable

H.264/ AVI: 720P, SVGA

HTTP, TCP, RTSP , RTP, ICMP, UDP, IGMP V3 , RTCP, FTP, DNS, Bonjour, ARP, NTP  

4 Zones

YES

Not Support 

ONVIF

Color: 0.01 Lux, B/W: 0.01 Lux

CS Mount Lens(not included)

Built-in ICR Filter

Support Timing Video Upload, Timing Snapshot(software)

E-mail Notification, Alarm Sanpshot, Timing Snapshot (software)

NX-IP-BOX-2MPX

NX-IP-BOX-2MPX

HI3516C+1/2.8" Sony IMX322

2M

1080P@25/30fps

H.264, AVI

mailto:1080P@25/30fps

